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Coastal Works Review CWL482
SRTJR Cayman LLC. - Dock - 33E/63

Project Proposal

This review is provided by the Director of the Department of Environment (DoE) under delegated authority
from the National Conservation Council (section 3(1) of the National Conservation Act, 2013).

The applicant — SRTJR Cayman LLC. — is seeking permission to construct a dock on Crown property adjacent to
Block 33E Parcel 63, which is 401 Water Cay Rd, Rum Point, North Side, Grand Cayman (see Figure 1).

The submitted plans indicate that the dock will extend and create an L shape. The shore perpendicular
walkway of the L-shaped dock will measure 70 feet long by 6 feet wide and the L ending will measure 34 feet
long by 8 feet wide. The proposed dock will be supported by 8 in. concrete-reinforced eco-pilings embedded
into the seabed by water jetting and manual hammering. The dock surface will consist of a trex decking with
/2 in spacing. Decking is to be supported on a subframe of 2 in. x 8 in PT wood framing. The dock is proposed
to be self-supported but will be attached to the existing seawall (bulkhead). The area of the dock connected to
the seawall (bulkhead) is approximately 2 ft. 9 in. above Mean Sea Level (MSL) and will slope upwards resulting
in approximately 16 ft. of the proposed dock being below 4 ft. MSL. The remaining dock is shown to be 4 ft.
above MSL. The application indicates that silt screens / turbidity barriers will be used to contain the entire area
of the works whilst it is being carried out. The application indicates that the construction of the dock will take
place from the shore and using a non-powered floating platform.

The application proposes that the use of the dock be limited to personal use for the homeowners, and for a
personal watercraft up to 30 ft., with a 2 ft. max draft.

The applicant has indicated that the works will affect 309 sq. ft. of Crown property. Based on the DoE's
calculations the estimated area of Crown property affected is 722 sq. ft. The proposed dock area extending
into the cove is 70 ft. X 6 ft. and the L-shaped end is 34 ft. by 8 ft. Additionally, the pedestrian access steps on
either side of the dock are 5 ft. x 3 ft. each. As the entire dock is seaward of the Mean High Water Mark
(MHWM), this results in 722 sq. ft. of Crown property being affected by the proposed works as seen in Figure
3.
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Figure 1: Aerial imagery showing the application site for the proposed dock with the parcel boundary outlined in
blue (Source: United Kingdom Hydrographic Office, 2021).
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Figure 2: Aerial imagery of the application site with the parcel boundary highlighted in blue and the proposed
dock outlined in orange (Source: United Kingdom Hydrographic Office, 2021).
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Figure 3. Site plans indicating the dimensions of the proposed dock (Source: Aston Ebanks, 2023).
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Application History

It should be noted that there have been previous coastal works applications in this location. This includes:

e A Bulkhead in 1998, and
e Rebuild of the Bulkhead in 2008.

Environmental Overview and Impacts

Site Overview

The site is located within a Marine Reserve (a Protected Area under the National Conservation Act).
The environmental impacts of the project are:

e The construction impacts from the hammering of piles into the seabed, and
e The loss of 722 square feet of benthic habitat, namely seagrass, including long-term shading impacts.

Construction Impacts

General Construction Impacts

Direct environmental impacts will result from the construction of the dock, mainly through the placement of
the eco dock piles into the seabed. The sand and fine silt of the seagrass beds are easily disturbed and
suspended resulting in detrimental sediment plumes which can impact surrounding seagrass communities and
marine organisms that depend on good water quality. Therefore, it is important to limit the impacts of
sediment plumes generated during construction of the dock through the use of silt screens. It is an important
aspect of the project that no heavy equipment or machinery be used in the water, only water jetting and
manual hammering taking place from shore or a non-powered platform shall be used to install the dock

pilings.
Loss of Benthic Habitats

Seagrass

The benthic cover beneath the proposed dock is healthy seagrass (see Figure 4 and 5). As seen in Figures 6
and 7, seagrass near the bulkhead structure on-site is particularly dense and becomes sparser further into the
cove.
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Figure 7. Dense seagrass in front of the bulkhead the becomes sparser further into the cove (Source: DoE, 2024).

The proposal would result in impacts to 722 sq. ft. of turtle grass (Thalassia testudimum) and manatee grass
(Syringodium filiforme) are Part 2 Schedule 1 Protected Species.

In addition to the direct impacts within the 722 sq. ft. of the proposed dock, there will be impacts from long-
term shading. Sea grass requires light to grow, and the dock structure will reduce vital light penetration
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required. Therefore, shading will inhibit further growth and ultimately result in loss of seagrass. The
Department supports the applicant’s proposal to mitigate shading impacts by installing decking with a
minimum of 2 inch spacing, as currently shown on the application plans. However, approximately 16 ft. of the
dock extending from the bulkhead, where there is particularly dense seagrass, will be less than 4 ft. above
MSL. This area of the dock will have significant shading impacts on the seagrass beneath. Additionally, as a
result of the surrounding shallow waters there will likely be severe disruption to the seabed and benthic
habitats through the operation of boat traffic and resulting propeller wash and grounding incidents.

One of the vital functions of seagrass beds is to provide habitat. Shallow seagrass beds are important habitat
for a considerable array of species, in particular juvenile lobster and conch. While only a few inches long or
smaller, juvenile lobster settle from the ocean to the safety of the seagrass meadows to hide from predators
and hunt for prey. Juvenile conch also settles from their free-floating life stages to spend most of their early
life buried among the seagrass roots hiding from predators, emerging occasionally to eat algae off of the
turtle grass and other substrate. Seagrass also helps to maintain good water quality by binding sediment
together.

Seagrasses are also one of the most valuable and vulnerable ecosystems.” Although often overlooked in
comparison to mangroves, seagrasses are also nutrient sinks, buffering or filtering nutrient and chemical
inputs to the marine environment aiding in water quality.

Seagrass communities are also important carbon sinks and contribute to our islands’ natural capital. Carbon
accumulates in seagrasses over time and is stored almost entirely in the marine sediments incorporated in the
root systems. This means that the direct removal of seagrass results in carbon being released back into the
atmosphere. Although in-depth local studies have not been undertaken, the Blue Carbon Initiative (a global
program working to mitigate climate change through the restoration and sustainable use of coastal and
marine ecosystems) acknowledges that ‘although seagrasses account for less than 0.2% of the world'’s oceans,
they sequester approximately 10% of the carbon buried in ocean sediment annually (27.4Tg of carbon per year)*.
Per hectare, seagrasses can store up to twice as much carbon than terrestrial forests*. The global seagrass
ecosystem organic carbon pool could be as high as 19.9 billion metric tons*.”2

Deviations from the Department of Environment’'s Dock Guidelines

The DoE notes that approximately 16 feet of the proposed dock will be less than 4 ft. above MSL as it will be
attached to the bulkhead which is approximately 2 ft. 9 in. above MSL. The dock will slope upwards for 16 ft.
until 4 ft. above MSL is met. The DoE recommends that the site plans are revised so that the entire dock is 4 ft.
above MSL. We recommend that steps up to the dock are constructed on the landside of the bulkhead
structure up to 4 ft above MSL so that the dock can meet the DoE's guidelines. In addition, the area behind
the bulkhead could lose volume of sand and make the step up to the top of the bulkhead high, therefore
accounting for potential loss of sand or erosion by creating steps up on the landside of the bulkhead may
make the dock design more practical. As seen in Figure 6, there is dense, healthy seagrass in front of the
bulkhead. Increasing the height of the dock will reduce shading impacts that will inhibit growth and result in
seagrass loss.

! United Nations Environment Programme (2020) The State of Nearshore Marine Habitats in the Wider Caribbean.
Available at: https://wedocs.unep.org/20.500.11822/36352 (Accessed: 30 August 2022)

2 The Blue Carbon Initiative (2019) About Blue Carbon. Available at: https://www.thebluecarboninitiative.org/about
(Accessed: 30 August 2022).
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Comments and Recommendations

We have considered the environmental impacts associated with the proposed dock above and the mitigation
measures proposed by the applicant. On this basis, the Department recommends this application for approval
subject to the conditions outlined below with the standard Permit conditions and recommended Permit fees
(Royalty, Environmental Mitigation and Administrations & Monitoring) outlined in Appendix 1:

e The Permittee shall revise the plans so that the entire dock is 4 ft. above Mean Sea Level. We
recommend that steps are built on the landside of the bulkhead to ensure that the dock meets the
DoE'’s guidelines.

e Silt screens shall be put in place to contain the entire area of the works whilst it is being carried out.
The silt screens shall only be removed once the water quality inside matches the water quality outside.

e There shall be no heavy equipment or machinery be used in the water, only manual hammering and
water jetting from a non-powered floating platform or shoreline will be used to install dock pilings.

Director, Department of Environment
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